
www.cwsindustries.com

FEATURES:

	 • 	 Lip, sidebars and skid shoes made from T1-400 (AR plate)

	 • 	 Bucket roll and side-plates 44W (44,000-psi yield)

	 • 	 Frame is made from both T1-100 and 44W

	 • 	 Over-sized induction-hardened chrome pins complete with through-hardened 	
		  greasable bushings at all hinge points

	 • 	 ORB hydraulic fittings will not work loose or leak

	 • 	 Line bored for reliable operations and longer working life

Job specific design available on request.
Specifications and design are subject to change without notice.

CWS Rollout Buckets are designed specifically for each machine application and the 
open design allows for easy loading of materials. The modular design allows CWS’ 
engineers to custom-design buckets with widths and capacities to suit your application. 

Rollout Buckets are ideal for high capacity applications with high-dump heights. Each 
bucket is supplied with a universal bolt-on cutting edge and have industrial high-
pressure cylinders combine induction-hardened double chrome-plated rods.

Big Demands, Smart Solutions

Increase Dump Heights!



CWS INDUSTRIES (MFG) CORP

ROLLOUT BUCKETS

Please contact your CWS 
Representative if you have  
any questions or visit us at: 
www.cwsindustries.com

CWS INDUSTRIES (MFG) CORP.
Surrey Office:	 Edmonton Plant:
Tel: 604.888.9008	 Tel: 780.469.9185
Fax: 604.888.9006	 Fax: 780.469.9256
Email: sales@cwsindustries.com

Toll Free Surrey:
800.661.9008
Toll Free Edmonton:
888.848.8288
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Specifications subject to change without notice

Wheel Loader Machine Classification

05/2010

	 WL 150	 WL 200	 WL 225	 WL 250	 WL 300	 WL 350	 WL 400	 WL 500	 WL 550	 WL 600

	 11⁄2*	 2	 2 1⁄2	 3	 3 1⁄2	 4	 5	 6	 7	 8
	 2	 2 1⁄2*	 3*	 3 1⁄2*	 4*	 4 1⁄2	 6	 7	 8	 9
	 2 1⁄2	 3	 3 1⁄2	 4	 4 1⁄2	 5	 7*	 8	 9	 10
	 3	 31⁄2	 4	 4 1⁄2	 5	 5 1⁄2	 8	 9	 10	 11
						      6	 9	 10*	 11	 12
						      6 1⁄2	 10	 11	 12	 13
						      7*			   13	 14*
									         14*	

	 96”	 96”	 102”	 102”	 114”	 120”	 132”	 132”	 144”	 144”

	 16”	 18”	 20”	 20”	 23”	 23”	 24”	 26”	 29”	 30”

	 2300	 2600	 3850	 4300	 5400	 6250	 6400	 8400	 10500	 11000

Cat 910E/F, 914E/F/G, 916/E, 920, IT14/G  •  Dresser 510 C, 512C  •  Fiatallis FR70 • JCB 411B/HT, 530  •  John Deere 324H/J  •  Kawasaki  • 50Z11  •  Komatsu WA 120-3, WA 150-6   
New Holland LW80, W110  • Schaeff 853  •  TCM 830-2  •  Volvo L50, L45

Case W14Cm 521D/E  •  Cat 918F, 924/F, 926, IT18, IT24  •  Daewoo M160  •  DoosanDL160  •  Dresser 515C  •  Fiatallis FR90  •  Halla HA170  •  Hyundai HL 730-3/7  •  JCB 416B/HT   
 John Deere 444H/J/K, TC44H  •  Kawasaki 60ZIV  •  Kobelco LK350-II  •  Komatsu WA 180  •  New Holland LW90, W110B, W130  •  Schaeff 863  •  TCM 835-2  •  Volvo L50C/F

Cat 924G/H, 926E  •  Dresser 518  •  Fiatallis FR100  •  John Deere 524K  •  Komatsu WA200-6  •  New Holland LW110  •  Volvo L60F

Case 621C/D/E  •  Cat 928/G/H, 930/H, 936, IT28  •  Daewoo MEGA 200-III  •  Doosan DL200  •  Dresser 520C, 525  •  Fiatallis FR120  •  Hyundai HL740-3/7  •  JCB 426B/HT   
John Deere 544H/J/K, TC54H  •  Kawasaki 65ZIV  •  Komatsu WA250-3  •   New Holland LW130/TC, W130B  •  Samsung SL120-2  •  Schaeff 873  •  TCM 840-2  •  Terex TXL 200  •  Volvo L70C/F

Case 721C/D/E  •  Cat 936/F/G, 938G/H, IT38F/H  •  Daewoo MEGA 250-III  •  Doosan DL250  •  Dresser 532  •  Fiatallis FR130.2, 140.2  •  Hyundai HL750-3, HL757-7  •  JCB 436B/HT  
John Deere 624H/J/K  •  Kawasaki 70ZIV  •  Komatsu WA320-3/6  •  New Holland LW170/ W170B  •  TCM 860-2  •  Terex TXL 250  •  Volvo L90C/F

Case 821C/E  •  Cat 950G/H  •  Daewoo MEGA 300-III  •  Doosan DL300  •  Dresser 530C  •  Fiatallis FR160.2  •   Halla HA290  •  JCB 456B/HT  •  John Deere 644H/J/K  •  Kawasaki 80ZIV   
Komatsu WA 380-3/6  •  New Holland LW190, W190B  •  Samsung SL150-2  •  TCM 860-2  •  Terex TXL 300  •  Volvo 110F

Cat 966C, 960F, 962G/H, IT62H  •  Dresser 538C  •  Fiatallis FR180.2  •  Hyundai HL760-3/7/9  •  John Deere 724K  •  Kawasaki 85ZIV  •  Komatsu WA420-3, WA430-6  •  Samsung SL180-2  
 Volvo 120C/F

Case 921C/E  •  Cat 966F, 966G/H  •  Daewoo MEGA 400-III  •  Doosan DL400  •  Dresser 540, 542  •  Fiatallis FR220.2  •  Halla HA380  •  Hyundai HL770-3  •  John Deere 744H/J/K  
Kobelco LK530-II  •  Komatsu WA450-3/6, WA470-6  •  New Holland LW230  •  Samsung SL250-2  •  TCM 870-2  •   Terex TXL400  •  Volvo L150C/F

Cat 970F, 972G/H  •  Dresser 545  •  John Deere 824K, 844B  •  Kawasaki 90ZIV  •  Kom WA480-5/6  •  New Holland LW270, W270B  •  VOLVO L160, 180C/F

Case 1221E  •  Cat 980G/H  •  Dresser 558  •  Doosan DL500  •  Hyundai HL780-3/7/9  •  John Deere 844J/K  •  Kawasaki 95ZIV•  Komatsu WA500-3/5/6  •  Terex TXL 500  •  Volvo 190B, 220F
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Standard Capacities
(yd3)

(Custom sizes available upon request)
 

Standard Width:

Extra Dump Height:

Weight (lbs)*

Hydraulic 3rd valve function required

Models:


